
900 SERIES | PYROCERAM RANGES | K4EVRP05VV

K4EVRP05VV
TOP ELECTRIC RANGE WITH POT DETECTION 2 PYROCERAM PLATES + OPEN

CABINET

PRODUCT DESCRIPTION

Stainless steel frame. Athermic thermoset plastic knobs with useful screen printed edges. 
6 mm-thick pyroceram work top. Heating obtained through radiant square plates placed under glass.
The pan detection system is managed by an electronic board and only allows the hotplate to be operated with the pan over the
relevant area. Any pan can be used as long as it is made of metal.
The heat intensity is controlled by a thermostat that regulates the temperature on the glass by activating special infrared heating
elements placed under the glass-ceramic plate. The heating elements are equipped with a dual circuit, activated according to the
temperature, to further save energy.
An indicator light on the dashboard alerts the operator that the unit is in operation and will only switch off when the temperature on
the glass falls below 60°C.
Safety is ensured by a temperature limiter located inside the plate.

2 mm thick AISI 304 stainless steel worktop with rounded edges for easy cleaning. Front cover in AISI 304 stainless steel.
Laser-cut work top finishing for "head-to-head" matching and binding fastening.
Accessories available on demand. 
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TECHNICAL SPECIFICATIONS

Width: 400 mm
Depth: 900 mm
Height: 850 mm
Weight: 39 kg
Volume: 0.56 m³
Electrical power: 8.00 kW
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K4EVRP05VV 
 

CUCINA VETROCERAMICA 2 PIASTRE CON RICONOSCIMENTO PENTOLA +VANO APERTO/ FOURNEAU 

VITROCERAMIQUE 2 PLAQUES A DETECTION CASSEROLE + BAIE LIBRE / PYROCERAM COOKING RANGE 

2 PLATES WITH POT DETECTION + OPEN CABINET / CERANHERD 2-FELDER MIT TOPFERKENNUNG + 

OFFENER UNTERBAU / COCINA VITROCERÁMICA 2 PLACAS CON RECONOCIMIENTO DE OLLAS + BASE 

ABIERTA / Стеклокерамические плиты с функцией распознавания кастрюль 
 

DATI TECNICI / CARACTERISTIQUES TECHNIQUES / TECHNICAL SPECIFICATIONS / TECHNISCHE DATEN / 
CARACTERISTICAS TECNICAS / ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ 
 

 

_____________________________________________________________________________________________________
_______________ 
 

Dimensioni / Dimensions / Dimensions / Maße / Medidas / Размеры [мм] 400x900x850 

Potenza elettrica / Puissance électrique / Electric Power /Elektro-Leistung 
/электр. 
(E) 

[Kw] - [кВт] 8 

(F) [V] 400/3N 

(G) [Hz] - [Гц] 50/60 

Cavo (non fornito in dotazione) / Cable (non fourni) / Cable (not supplied) / 
Kabel (nicht mitgeliefert) / Cable / Кабель 

H07 RN-F [мм2] 5 x 4 

Voltaggi diversi e versioni navali disponibili su richiesta / Différentes tensions et versions maritimes disponibles sur 
demande / Different voltages and marine versions available on request / Verschiedene Spannungen und 
Schiffsausführungen auf Anfrage erhältlich / Различные напряжения и варианты исполнения корабля - по запросу 

Piastra / Plaque / Plate / Platte / Placa / Конф. эл. [Kw] - [кВт] 2 x 4 

Dimensioni Piastra / Dimensions Plaque / Plate Dimensions / 
Plattenabmessungen / Medidas Placa / размеры плит 

[mm]  
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A K4EVRP05VV 

4 kW 
30x30 cm 

4 kW 
30x30 cm 

 

E 

B K4EVRP10VV 

4 kW 
30x30 cm 

4 kW 
30x30 cm 

4 kW 
30x30 cm 

4 kW 
30x30 cm 

 

E2 

 
E= elettrico \ électrique \ electric\ Elektrisch \ eléctrico \ электрич 

 
 
Optional 
 
n.1 x K7PORTA Porta - Porte - Door - Tür - Puerta – Дверца 
 

 


