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AF57
FRONT-LOADING DISHWASHER - TOTAL POWER 3,6 KW

PRODUCT DESCRIPTION

ECO FRIENDLY: -55% OF WATER
Stainless steel structure and tank AISI 304. Wide double-skinned balanced door.
Wash tank with rounded edges, thus ensuring the complete drainage of dirty water.
Upper and lower wash arms made of stainless steel in separate circulation.
Surface filters made of stainless steel in the tank for collecting solid waste.
Stainless steel heating elements, resistant to corrosion and limescale.
Standard equipped with built-in rinse aid dispenser for the best drying results.
Standard equipped with built-in connection for detergent dispenser.
Wide range of options available on demand.
Standard equipped with a basket for plates and a basket for cups.
The "technological core" of model AF57 is represented by its double water filtration system, which helps you to keep water cleaner.
55% less water in comparison with the model B31 is needed in the washing tank for remarkable energy and detergent savings.
Rounded washing tank edges prevent dirt from being stuck in corners. You will experience quicker cleaning operations and a better
smelling dishwasher.
Only 2,5 lt of water required for each washing cycle for best-in-class energy savings.
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TECHNICAL SPECIFICATIONS

Width: 600 mm
Depth: 600 mm
Height: 820 mm
Volume: 0.30 m³
Rack dimensions: 500x500 mm 
Useful height: 350 
Working cycles: 120 sec. 
Electrical power: 3.60 kW
Electric power: 230 V/ 1 - 230 V/ 3 - 400 V / 3+N/ 50-60 Hz 
Racks/Hour: 30 
Dishes/Hour: 540 
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____________________________________________________________________________________________________________________ 
 

PRODUZIONE ORARIA (CESTI) / DÉBIT PANIERS-H / BASKETS PER HOUR / KÖRBE PRO 
STUNDE / RENDIMIENTO HORARIO / ЧАСОВАЯ ПРОИЗ-СТЬ (КОРЗИНКИ) 

 30 

PRODUZIONE ORARIA PIATTI - DÉBIT ASSIETTES/H PLATES PER HOUR - TELLER PRO 
STUNDE - PLATOS/ORA - HOUACOВAЯ НPƠ3ВOД̛ТEЛЬHOCТЬ, ТAPEЛК ̛ 

 540 

CICLO DI LAVORO / CYCLE DE LAVAGE / WASHING CYCLE / SPÜLPROGRAMM / CICLO DE 
LAVADO / ЦИКЛ PAБOTЫ 

[sec] [сек] 120 

ALTEZZA UTILE MM - HAUTEUR UTILISABLE JUSQU’À MM - USABLE HEIGHT UP TO MM - 
BENUTZBARE HÖHE BIS MM - ALTURA UTILIZABLE HASTA MM - HOЛE3HAЯ ВЫCOТA ММ 

 

350 

ALIMENTAZIONE ELETTRICA / ALIMENTATION ÉLECTRIQUE / ELECTRIC FEEDING / 
ELEKTRISCHER ANSCHLUSS / ALIMENTACION ELECTRICA / ЭЛЕКТРОПИТАНИЕ 

[V] 
230/1 – 230/3  

400/3N 

 [HZ] - [ГЦ] 50/60 

CAVO / CABLE / CABLE / KABEL / CABLE / КАБЕЛЬ  5 x 2,5 

POTENZA ELETTRICA / PUISSANCE ÉLECTRIQUE / ELECTRIC POWER /ELEKTRO-LEISTUNG 
/ЭЛЕКТР. 

[KW] - [КВТ] 3,6 

RESISTENZA BOILER / RÉSISTANCE SURCHAUFFEUR / BOILER HEATING ELEMENT / 
BOILERHEIZUNG / RESISTENCIA CALENTADOR / HAГPEBATEЛB БOЙЛEPA 

[KW] - [КВТ] 3 

TANK HEATING ELEMENT / RESISTENZA VASCA / RÉSISTANCE CUVE / TANKHEIZUNG / 
RESISTENCIA TANQUE / HAГPEBATEЛB EMКOCTИ 

[KW] - [КВТ] 2 

POTENZA POMPA LAVAGGIO VENTILATA / PUISSANCE POMPE DE LAVAGE VENTILÉE / 
VENTILATED WASHING PUMP / BELÜFTETE WASCHPUMPE / BOMBA DE LAVADO / 
MOЩHOCTB HACOCA MOЙКИ BEHT. 

[KW] - [КВТ] 0,6 

CAPACITÀ VASCA / CAPACITÉ CUVE / TANK CAPACITY / TANKINHALT / CAPACIDAD 
TANQUE / OБЪEM EMКOCTИ 

[L]  [л] 12 

CAPACITÀ BOILER / CAPACITÉ SURCHAUFFEUR / BOILER CAPACITY / BOILERINHALT / 
CAPACIDAD CALENTADOR / OБЪEM БOЙЛEPA 

[L]  [л] 7 

PRESSIONE ACQUA DI RISCIACQUO / PRESSION EAU DE RINÇAGE / RINSE WATER 
PRESSURE / NACHSPÜLWASSERDRUCK / PRESION AGUA DE ACLARADO / ДABЛEHИE 
BOДЫ ПPИ OПOЛACКИBAHИИ 

Bar 
kPa 

2  4 

200  400 

DUREZZA ACQUA / DURETÉ EAU / WATER HARDNESS / WASSERHÄRTE / DUREZA DE AGUA 
/ MECTКOCTB BOДЫ 

°F 8  14 

TEMPERATURA MASSIMA ACQUA IN INGRESSO / TEMPERATURE MAX. EAU REMPLISSAGE 
/ MAX. TEMPERATURE OF WATER SUPPLY / MAX. TEMPERATUR ZUFLUSSWASSER / 
TEMPERADURA MAXIMA AGUA ENTRADA / MAКC.TEMПEPATYPA BOДЫ HA BXOДE 

°C 50 

CONSUMO ACQUA PER CICLO / QUANTITÉ D'EAU PAR CYCLE / WATER CONSUMPTION PER 
CYCLE / WASSERVERBRAUCH PRO ZYKLUS / CANTIDAD AGUA POR CICLO / 
ПOTPEБЛEHИE BOДЫ 3A ЦИКЛ 

[L]  [л] 2,5 
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Standard 
 

CESTO PIATTI / PANIER ASSIETTES / BASKET FOR DISHES / TELLERKÖRBE / CESTA PARA 
PLATOS / КОРЗИНА ДЛЯ ТАРЕЛОК 

1 x 
907500 

 

CESTO BASE / PANIER BASE / BASIC BASKET / UNIVERSALKORB / CESTO BASE / БАЗОВАЯ 
КОРЗИНА 

1 x 
907504 

 

DIMENSIONI CESTO / DIMENSIONS PANIER / BASKET DIMENSIONS / KORBMASSE / 
DIMENSIONES CESTA / ЦИКЛ PAБOTЫ 

[mm] 500x500 

CESTO POSATE / PANIER POUR COUVERTS / CUTLERY BASKET / BESTECKKORB / 
CUBILITE PARA CUBIERTOS / КОРЗИНА ДЛЯ СТОЛОВЫХ ПРИБОРОВ 

1 x  
1091 

 
 

Optional 
 

DOSATORE DETERSIVO PERISTALTICO - DOSEUR DETERGENT PERISTALTIQUE - 
PERISTALTIC DETERGENT DISPENSER - PERISTALTIK-REINIGERDOSIERPUMPE - 
DOSIFICADOR DETERGENTE PERISTÁLTICO - HEP̛CТAЛЬТ̛UECК ̛̜ ДO3AТOP МOЮЩERO 
CPEДCТВA 

A5695 

 

KIT DOSATORE DETERSIVO PERISTALTICO - KIT DOSEUR DÉTERGENT PÉRISTALTIQUE - 
PERISTALTIC DETERGENT DISPENSER KIT - PERISTALTIK-DOSIERPUMPENSATZ - KIT 
DOSFICADOR DETERGENTE PERISTÁLTICO - COМНЛEКТ НEP̛CТAЛЬТ̛UECКORO 
ДO3AТOPA МOЮЩERO CPEДCТВA 

B5695 

 

POMPA DI SCARICO - POMPE DE VIDANGE - DRAIN PUMP - LAUGENPUMPE - BOMBA DE 
VACIADO - CЛ̛ВHO ̜ HACOC 

A4728/57 
 

BOILER ATMOSFERICO - CHAUDIÈRE ATMOSPHÉRIQUE -  ATMOSPHERIC BOILER  
ATMOSPHÄRISCHER BOILER CALDERA ATMOSFÉRICA - AТМOCФEPHЫ̜ БO ̜ЛEP 

A1530/57 

 
POTENZA ELETTRICA / PUISSANCE ÉLECTRIQUE / ELECTRIC POWER /ELEKTRO-LEISTUNG 
/ЭЛЕКТР. 

[KW] - [КВТ] 6,5 

RESISTENZA BOILER / RÉSISTANCE SURCHAUFFEUR / BOILER HEATING ELEMENT  
BOILERHEIZUNG / RESISTENCIA CALENTADOR / HAГPEBATEЛB БOЙЛEPA 

[KW] - [КВТ] 6 

   

RESISTENZA MAGGIORATA - PUISSANCE AUGMENTÉE -  INCREASED HEATING ELEMENT - 
HÖHERE LEISTUNG -  RESISTENCIA POTENCIADA - HOВЫШEHHAЯ YCТO̜ƯВOCТЬ 

A5205 
 

ALIMENTAZIONE ELETTRICA / ALIMENTATION ÉLECTRIQUE / ELECTRIC FEEDING / 
ELEKTRISCHER ANSCHLUSS / ALIMENTACION ELECTRICA / ЭЛЕКТРОПИТАНИЕ 

[V] 400/3N 

POTENZA ELETTRICA / PUISSANCE ÉLECTRIQUE / ELECTRIC POWER /ELEKTRO-LEISTUNG 
/ЭЛЕКТР. 

[KW] - [КВТ] 5,1 

RESISTENZA BOILER / RÉSISTANCE SURCHAUFFEUR / BOILER HEATING ELEMENT  
BOILERHEIZUNG / RESISTENCIA CALENTADOR / HAГPEBATEЛB БOЙЛEPA 

[KW] - [КВТ] 4,5 
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DIMENSIONI / DIMENSIONS / DIMENSIONS / MAßE / MEDIDAS / РАЗМЕРЫ 

 
 
 
 

 
 
 
 
 
 
 
D = SCARICO 1,1/2", VIDANGE 1,1/2", DRAIN 1,1/2"; ABFLUSS 1,1/2"; DESAGÜE 1,1/2"; СЛИВ 1,1/2" 
C = CARICAMENTO ACQUA ¾"; CHARGEMENT EAU ¾"; WATER INLET ¾"; ZUFLUSS ¾"; CARGA AGUA ¾"; ЗАЛИВКА ВОДЫ ¾" 
E = ALLACCIAMENTO ELETTRICO; BRANCHEMENT ELECTRIQUE; ELECTRIC CONNECTION; ELEKTRISCHER ANSCHLUSS; 
CONEXION ELECTRICA; ЭЛЕКТРИЧЕСКОЕ ПОДКЛЮЧЕНИЕ 

 

VOLTAGGI DIVERSI E VERSIONI NAVALI DISPONIBILI SU RICHIESTA / DIFFÉRENTES TENSIONS ET VERSIONS MARITIMES 
DISPONIBLES SUR DEMANDE / DIFFERENT VOLTAGES AND MARINE VERSIONS AVAILABLE ON REQUEST / VERSCHIEDENE 
SPANNUNGEN UND SCHIFFSAUSFÜHRUNGEN AUF ANFRAGE ERHÄLTLICH / РАЗЛИЧНЫЕ НАПРЯЖЕНИЯ И ВАРИАНТЫ 
ИСПОЛНЕНИЯ КОРАБЛЯ - ПО ЗАПРОСУ 

 


